
2. Handbedienung  
    Beschreibung:

1. Grün Einschalt-Taste

2. Rot: NOTAUS-Taste

3. Blau: Abwärts-Taste

4. Gelb: Aufwärts-Taste

5. Kontrolllampe 

Nach Gebrauch Akku wieder 
laden.

1. Den Stecker 1) des Netzteils 
zuerst in die Buchse der Hand-
bedienung 2) und den Netzste-
cker in eine Steckdose stecken. 
Beim Ladevorgang leuchtet die 
Kontrollleuchte rot. Ist der Akku 
geladen, leuchtet sie grün. Wenn 
der Akku vollständig aufgeladen 
ist, Handsteuerung vom Ladegerät 
trennen. Zuerst den Netzstecker 
ziehen.

Lagerung bei etwa 15-20 Grad 
C e l s i u s  e m p f e h l e n s w e r t . 
Handsteuerung nicht auf den 
H e izkörp er  legen .  D i rek te 
Sonneneinstrahlung vermeiden.

3.

• Die Saugerlaschen der vorderen Sauger 
werden in der Nut fi xiert. 

•  Die Rückenlehne in die beiden Lager-
böcke der Sitzeinheit einführen (Siehe 
Punkt 2) 

• Rückenlehne nach hinten klappen

• Rückenlehne darf im abgesenkten 
Zustand nicht am Wannenrand aufl egen

• Lifter zur Benutzung nach oben fahren

Kurzanleitung - Erstinstallation

Badelift

1. Entnahme aus dem Karton und überprüfen des Arretierhebels 

2. Einsetzen der Rückenlehne in die Sitzeinheit 

3. Aufladen des Akkus • Einstecken der Handbedienung • Pflege und Wartung

4. Einsetzen und herausnehmen des Lifters in / aus der Badewanne 
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1. Rückenlehne anheben

richtig

richtigfalsch falsch

1.       Hinweis:

Die Hubstange muss immer 
vollständig eingefahren sein.

2. Rückenlehne abziehen

2.  A: Lagerbock – B: Rastnase

 Die Rastnasen der Rückenlehne 
jeweils in beide Lagerböcke der 
Sitzeinheit einführen. 

1.

• Die Köpfe der Sauger in die vorgesehe-
nen Löcher in der Grundplatte einbringen 
und das Ende in der dafür vorgesehenen 
Ö� nung fi xieren 

2.

• Die Saugerlaschen der hinteren Sauger 
zeigen nach außen

• Die Unterseite der Sauger müssen 
sauber und trocken sein, keine Rutsch-
matten und andere Gegenstände in die 
Badewanne einlegen. 

•  Einsetzen der Sitzeinheit in die leere 
Badewanne, so dass die hinteren Sauger 
am Anfang der Badewannenschräge 
aufl iegen. 

4.

• Die hinteren Sauger durch gleichzeitiges 
Ziehen an den Laschen belüften.

• Das Untergestell am Tragegri�  hochzie-
hen und aus der Wanne nehmen

3. Sitzeinheit anheben

3. Die eingesetzte Rückenlehne 
nach hinten klappen bis sie am 
Anschlag der Bodenplatte aufl iegt. 
Zum Entfernen ca. 45° nach vorn 
klappen und herausziehen.

4. Hinweis:

Es ist unbedingt darauf zu achten, 
dass die Hubstange richtig in der 
Rampe sitzt.

Verwenden Sie zur Reinigung keine hochdosierten Chlor-Reiniger!

3. Die Handbedienung am Rückenteil hinten 
einstecken. Hierzu die Buchse am Spiralkabel auf 
den Stecker schieben, bis die Verriegelung spürbar 
einrastet und der rote Ring am Klinkenstecker nicht 
mehr sichtbar ist.

4. Durch den Transport kann sich 
der rote Arretierhebel aus den 
Aufnahmebohrungen lösen. Durch 
Drücken von oben kann er leicht 
wieder eingerastet werden. Bitte 
prüfen Sie den festen Sitz des 
Arretierhebels.
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2. Hand control  
    description:

1.  Green: power On  
button

2. Red: emergency Stop

3. Blue: down button

4. Yellow: up button

5. Control light 

Recharge the battery after appli-
cation. 

1. Place the plug 1) of the charger 
into the socket of the cable 2) at-
tached to the hand control. During 
the charging process, the red light 
will be on. The light changes to 
green when the battery is fully 
charged. After fully charging the 
battery, please disconnect the 
charger from the hand control. 

Recommended value: Storage the 
hand control at room temperature. 

Don´t place the hand control at a 
heater. Please avoid direct sun-
light.

3.

• The suction straps of the front suction 
cups are fi xed in the groove. 

•  Insert the backrest into the two bearing 
blocks of the seat unit (see point 2). 

• Folding the backrest backwards
Backrest may not be used in the lowe-
red Do not place on the edge of the tub.

• Raise the lift to the top for use.

Quick User guide - First installation

Bath Lift

1. Remove from the carton and check stop lever 

2. Attaching the backrest into the seat unit 

3. Charging the battery • Attaching the hand control 

4. Placing or removing the bathlift into/from the bathtub 
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1. Raise the drive unit

correct

correctwrong wrong

1.       Important:

Please ensure that the actuator 
is fully retracted in the backrest.

2. Move the backrest forward

2.  A: Bearing block – B: Guide pin

 Slide the backrest into the hinge 
located on the back of the seat 
unit. 

1.

• Insert the heads of the suction cups into 
the holes provided in the base plate and 
fi x the end in the opening provided for 
this purpose. 

2.

• The suction straps of the rear suction 
cups point outwards. 

• The underside of the vacuum cups must 
be clean and dry, do not place slipping 
mats or other objects in the bathtub.

• Insert the seat unit into the empty bath-
tub so that the rear suction cups rest on 
the beginning of the sloping bathtub.

4.

• Ventilate the rear suction cups by pulling 
the straps at the same time.

• Pull up the underframe by the carrying 
handle and remove it from the tub.

3. Raise the seat unit

3. Lift the backrest to an 45° Angle 
until it clicks into the latch.

4. Important:

Please ensure that the actuator 
end is/sits properly in the base 
plate´s ramp.

3. Plug the hand control to the bathlift (at the back of 
the backrest). Make sure that the socket is properly 
seated on the jack and the red ring on the jack is 
now hidden.

4. Please ensure that the red seat 
unit locking mechanism is enga-
ged by pushing down on the seat.
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5. Side flap protectors (pair) - Installation and Usage (Accessories)
The bathlift side protectors should be used 
on baths fi tted with grab handles or similar 
which protrude inside the bath.

To install the protectors, snap the hook-
ed end over the grab handle and allow 
the long end to slide down the edge of 
the bath.

Once installed, the side flaps on the 
bathlift will slide against the protec-
tor rather  than the edge of the bath. 
This removes the risk of the bathlift side 
fl aps getting caught underneath the grab 
handles.

For longer bath handles, one or more 
protectors may be installed (as shown 
on picture).

The product code is 400 570 and 
protectors are supplied in pairs.
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Do not use high-dose chlorine cleaners for cleaning!
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